RF31-EZ-T A&E Specs:
The loudspeaker transducer shall consist of one full-range 76.2 mm (3.0 in.) polypropylene cone with butyl rubber surround and neodynium magnet. Performance specifications for a typi​cal production unit shall be as follows: Useable frequency response shall extend from 100 Hz - 22 kHz (- 10 dB). Measured sensitivity (2.83 volt input, 1 meter) shall be at least 86.0 dB. The speaker shall have a nominal impedance of 8 ohms. The system shall have an integrated 10 W tranformer available with 25-, 70.7-, 100-volt input options. Rated power capacity shall be at least 20 watts contin​uous (RMS) and conform to EIA-426-B. Maximum continuous power output at 1 meter shall be 99 dB. Installation for the speaker shall be by four stainless steel screws mounted to a new construction (and some retrofit) dual-gang junction box (junction box not included). The external wiring shall be by terminal block connector. The system shall be for indoor/out​door applications. The grille shall be constructed of powder-coated aluminum for lasting performance and affix to the speaker baffle via snap fit. For theft prevention and durability, an optional stainless steel grille with stainless steel one-way screws is available (AC-RF31-TRG). The maximum depth shall be no more than 53.3 mm (2.1 in.). The maximum visible dimension shall be no more than 120.7 mm (4.75 in.) in height by 120.7 mm (4.75 in.) in width. The system shall be the RF31-EZ-T for high voltage applications.
